
DATENBLATT - Z-EK/35/UL

Einspeiseklemmen, 2,5-35 qmm

Typ  Z-EK/35/UL
Katalog Nr.  104901
 
 

Lieferprogramm
Grundfunktion     Stromschiene

Grundfunktion Zubehör     Einspeiseklemmen

Anwendung     Schaltgeräte für Industrieanwendungen und gehobener Zweckbau

Sortiment     Z-SV

Technische Daten nach ETIM 7.0
Niederspannungsschaltgeräte (EG000017) / Sammelschienenklemme (EC000001)

Elektro-, Automatisierungs- und Prozessleittechnik / Elektroinstallationsanlage, -gerät / Klemme (außer Freileitung) / Sammelschienenklemme (ecl@ss10.0.1-27-14-11-46 [BAA025013])

Sammelschienendicke   mm 0 - 0

Sammelschienenbreite   mm 0 - 0

Geeignet für     sonstige

Breite der Klemme   mm 0

Max. Leiterquerschnitt   mm² 0

Max. Bemessungsbetriebsstrom Ie   A 0

Geeignet für Rundleiteranschluss     ja

Geeignet für Sektorleiteranschluss     nein

Geeignet für Bandleiteranschluss     nein

Approbationen
Product Standards     IEC/EN 60898; UL 489; CE marking

UL File No.     E257181

UL Category Control No.     NMTR2, DIHS2

CSA File No.     –

CSA Class No.     –

North America Certification     UL recognized

Specially designed for North America     Yes, large creepage and creepage distances

Suitable for     Feeder circuits, branch circuits

Max. Voltage Rating     Refer to main components FAZ, FAZ-NA, FAZ-RT

Degree of Protection     IEC: IP20, UL/CSA Type: -
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