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{ Catalog No. 140519
EL-Nummer 0002466373
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[
Delivery program
Product range Accessories CS
Accessories Doors
Description Closed
For use with enclosure
Height mm 800
Material Steel plate
Surface finish With powder coating

Information about equipment supplied

Technical data

Without hinges, without lock

General

Degree of Protection P65

Material characteristics

Material Steel plate

Surface finish With powder coating

Description/standard features
Information about equipment supplied

Technical data ETIM 7.0

Cabinet enclosures (EG000011) / Door/operating panel (switchgear cabinet) (EC000747)

Without hinges, without lock

Electric engineering, automation, process control engineering / Electrical cabinet, housing, rack / Door (electrical cabinet) / Door/operating panel (enclosure) (ecl@ss10.0.1-27-18-22-04

[ACNB14011])

Model Stop door
Version as glazed door No
Version as door for disconnecting switch interlocking No

Width mm 3975
Height mm 798
Depth mm 15
EMC-version No
Material Steel
Surface finishing Powder coating
Colour Grey
Degree of protection (IP) P65
Degree of protection (NEMA) Other
Dimensions

Dimensions

Additional product information (links)
AWA4300-2521 CS sheet steel wall-mounting enclosure

AWAA4300-2521 CS sheet steel wall-mounting
enclosure

Declaration of conformity

ftp://ftp.moeller.net/DOCUMENTATION/AWA_INSTRUCTIONS/25210414.pdf

http://intranet.moeller.net/technik_daten/file/produkt_deklarationen/file/konformitaeten/00002/00002259.pdf
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