
DATASHEET - FP50-ID

Front plate, HxW=500x375mm

Part no.  FP50-ID
  010795
EL Number
(Norway) 

2502103

General specifications      

Product name     Eaton xEnergy Safety Ci cable compartment accessory

Part no.     FP50-ID

EAN     4015080107958

Product Length/Depth     300 millimetre

Product height     500 millimetre

Product width     375 millimetre

Product weight     1.476 kilogram

Compliances     RoHS conform

Product Tradename     xEnergy Safety Ci

Product Type     Accessories

Product Sub Type     Cable compartment accessory

Delivery program      

Type     Accessory
Distribution board assembly
xEnergy Safety Ci

Model     Base front/back

Accessory/spare part type     Cable compartment cladding
Front plates

Color     Gray

Technical Data - Mechanical      

Material     Plastic

Load capacity - max     0 kg

Suitable for enclosure building length/depth     0 mm

Suitable for enclosure building width     375 mm

Additional information      

Functions     For covering the plinth area (cabling area)

RAL-number     7035

Special features     1 off per section width

Suitable for     Cable patch
Outdoor set-up

Used with     Distribution board assembly
Accessory
xEnergy Safety Ci

Technical data ETIM 9.0
Cabinet enclosures (EG000011) / Base/base element (enclosure/cabinet) (EC000721)

Electric engineering, automation, process control engineering / Electrical cabinet, housing, rack / Base/plinth (electrical cabinet) / Base/base element (enclosure) (ecl@ss13-27-18-20-03
[ACN612016])

Model     Base front/back

Material     Plastic

Colour     Grey

RAL-number (similar)     7035

Impact strength     Other

Max. load capacity   kg 0

Suitable for enclosure building width   mm 375

Suitable for enclosure building depth   mm 0

Suitable for aeration/de-aeration     No

Suitable for cable patch     Yes

Suitable for outdoor set-up     Yes
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Width   mm 375

Height   mm 500

Depth   mm 300
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