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Lifting eyes kit with reinforcing profile

Part no.  TOR-SET/135-CS
Catalog No.  140479
 
EL-Nummer
(Norway) 

2466333

Delivery program
Product range     Accessories CS

Accessories     Lift eye kit with profile bracket

Description     Eyebolts with thread M12

Function     For internal enclosure reinforcement for lifting eye

Length   mm 135

Information about equipment supplied     Each set contains 2 lifting eyes, profiles and gaskets

Technical data
General
Degree of Protection     IP66

Material characteristics
Material     Sheet steel 3 mm

Description/standard features
Information about equipment supplied     Each set contains 2 lifting eyes, profiles and gaskets

Technical data ETIM 7.0
Cabinet enclosures (EG000011) / Component for transport (switchgear cabinet) (EC002621)

Electric engineering, automation, process control engineering / Electrical cabinet, housing, rack / Elements for switching cabinet, housing, rack / Component for transport (electrical cabinet)
(ecl@ss10.0.1-27-18-28-12 [ACN629011])

Model     Transport lug

Width   mm 30

Height   mm 20

Depth   mm 135

Load-bearing capacity   kg 50

Material     Metal

Colour     Other

RAL-number     0

Dimensions
Dimensions

Additional product information (links)
AWA4300-2737 Lift eye kit with section bracket

AWA4300-2737 Lift eye kit with section bracket https://es-assets.eaton.com/DOCUMENTATION/AWA_INSTRUCTIONS/27370410.pdf

Declaration of conformity http://intranet.moeller.net/technik_daten/file/produkt_deklarationen/file/konformitaeten/00002/00002259.pdf
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