
Motor Operator

This device is used for turning ON/OFF circuit breakers from remote position.

It can be applied at low-voltage automation system or emergency power system.

Application
MOT Control Voltage

Type Pole

HGM100 3, 4 MOT 10GM

DC24 V

AC/DC110 V

AC/DC240 V

HGM125 3, 4 MOT 12GM

HGM250 3, 4 MOT 25GM

HGM400 3, 4 MOT 40GM

HGM800 3, 4 MOT 80GM

Ratings

Control Circuit Diagram

Application
Mechanical  

Lifetime
Control Voltage Operating Current

Operation Time (ms) Power  
Consumption (W)Closing Opening

MOT 10GM 25,000

DC24 V ≤ 2.5

310 200 14AC/DC110 V ≤ 0.5

AC/DC240 V ≤ 0.5

MOT 12GM 10,000

DC24 V ≤ 2.5

350 230 14AC/DC110 V ≤ 0.5

AC/DC240 V ≤ 0.5

MOT 25GM 8,000

DC24 V ≤ 2.5

350 230 14AC/DC110 V ≤ 0.5

AC/DC240 V ≤ 0.5

MOT 40GM 5,000

DC24 V ≤ 6.0

500 350 14AC/DC110 V ≤ 3.0

AC/DC240 V ≤ 2.0

MOT 80GM 5,000

DC24 V ≤ 6.0

500 350 35AC/DC110 V ≤ 3.0

AC/DC240 V ≤ 2.0
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External Accessories

※ Note 

    - Motor operator should be attached, only when MCCB's handle is OFF.

    - If not, there is possibility of burning the motor.

 

※ Voltage range: 85 - 110 % (DC24 V: 95 - 110 %) 

52 HYUNDAI HEAVY INDUSTRIES

|  hg-Series  |  Molded Case Circuit Breakers & Earth Leakage Circuit Breakers


