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CAT. N° 0 390 71

PLATE POWER TERMINAL BLOCKS VIKING 3 - FOR 
BARS/LUGS - SYM RAILS - M8 - PITCH 26

Pack (number of units) 5

Volume (dm³) 1,162

Weight (g) 397,00

Product characteristics General characteristics

Bare power terminal blocks
▪ For copper bars or cable lugs

▪ Insulation dividers and protective covers to be ordered separately

▪ For use with terminal marker sheets

Cable lug - cable lug for symmetrical rails
▪ Fixed using metal clip on rails 15 mm depth and EN 60715 15 mm depth

▪ Connecting max. : 35 mm²

▪ Pitch : 26 mm

Viking™ 3 power terminal blocks
▪ Bridging the gap between the enclosure and external cables

Documentation

Catalogue pages & additional information 
▪ Description page (p.338)  

▪ Technical page (p.339)  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price  Basis : beforetax price list, May 2018

The information given in this ecatalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The ecatalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.


