
ecatalogue international version   

CAT. N° 0 766 04

CORRIDOR DISPLAY UNIT - 10 CHARACTER DISPLAY - 
ONE SIDE

Pack (number of units) 1

Volume (dm³) 18,734

Weight (g) 2 062,00

Product characteristics General characteristics

Corridor signalling devices
▪ For installation in the corridor above the doors

▪ Supplied with support and white finishing plate

▪ Flush-mounting or surface-mounting

Corridor display unit
▪ For installation in the corridor

▪ 10-character alphanumeric display

▪ Indication of calls and nurse presence by level of priority

▪ For fixing in false ceiling or on the wall

▪ Supplied with connection interface to the BUS/SCS

BUS/SCS nurse call unit - corridor signalling units
▪ Ensures that information is transferred into the corridor

Documentation

Catalogue pages & additional information 
▪ Description page (p.911)  

Installation instructions & related documents 
▪ LE05065AD_EN  

▪ O1876B  

Installation & technical data 
▪ LE04498AJ-EN  

* All prices given are the manufacturer's list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price  Basis : beforetax price list, May 2018

The information given in this ecatalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The ecatalogue is reserved for professionals only. You are also reminded that all products  
must be installed by a qualified professional in accordance with the installation rules.


