
DA-M-0.4.127.2 Dimming actuator, 4gang for
ABB-free@home®

DA-M-0.4.127.2

Extension du type de produit DA-M-0.4.127.2

Code de produit 2CKA006220A0723

EAN 4011395216231

Description courte DA-M-0.4.127.2 Dimming actuator, 4gang for ABB-free@home®

Description longue

Multi-channel universal dimming actuator for controlling LEDs, incandescent lamps, 230 V
halogen lamps, low-voltage halogen lamps with conventional or electronic transformers, and
dimmable energy-saving halogen lamps. For dimmable Retrofit-LEDs (LEDi). Increasing the

max. load via channel bridging possible. The outputs can be switched parallel in any
combination. Outputs automatically recognise the connected load. ./. In addition, the

operating mode can be selected manually. Status indication of the channels via LED. The
bus can be connected via enclosed terminal block.

Informations générales

PRODUCT-DETAILS

Technique
230 VTension nominale (Ur)

230 V AC/DCAuxiliary Voltage AC/DC

50...60 HzFréquence assignée (f)

4Nombre de sorties

free@homeProduct Range

Mounted Din Rail ComponentType de montage

0Nombre de batteries
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Environnement
Operation -5...45 °CTempérature de l’air

ambiant

IP20Indice de protection

Following EU Directive 2002/95/EC August 18, 2005 and amendmentStatut RoHS

9AKK104295D8727Informations RoHS

Dimensions
8Width in Number of

Modular Spacings

14.4 cmProduit Largeur Net

9 cmProduit Hauteur Net

6.4 cmProduit Longueur Net

0.48 kgPoids net

Commande
6220-0-0723ID du produit remplacé

Certificats et Déclarations (Numéro de document)
2CKA200000E5334Déclaration de Conformité

- CE

Classifications
EC001094 - Dimming actuator for bus systemETIM 8

5. Small Equipment (No External Dimension More Than 50 cm)Catégorie DEEE

Business To ConsumerWEEE B2C / B2B

8538 90 91CN8
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