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NORME E LEGGI
EN 60947-3 (2009) [European Standard] Low-voltage 

switchgear and controlgear - Part 3: 
Switches, disconnectors, switch-
disconnectors and fuse-combination units

EN 60947-1 (2007) [European Standard] Low-voltage 
switchgear and controlgear - Part 1: 
General rules

EN 60947-1/A1 
(2011)

[European Standard] Low-voltage 
switchgear and controlgear - Part 1: 
General rules

EN 60947-3/A1 
(2012)

[European Standard] Low-voltage 
switchgear and controlgear Part 3: 
Switches, disconnectors, switch-
disconnectors and fuse-combination units

EN 60079-31 (2014) [European Standard] Explosive 
atmospheres. Equipment dust ignition 
protection by enclosure "t"

IEC 60079-31 (2013) [International Standard] Explosive 
atmospheres - Part 31: Equipment dust 
ignition protection by enclosure "t"

EN 60947-1/A2 
(2014)

[European Standard] Low-voltage 
switchgear and controlgear - Part 1: 
General rules

EN 60947-3/A2 
(2015)

[European Standard] Low-voltage 
switchgear and controlgear Part 3: 
Switches, disconnectors, switch-
disconnectors and fuse-combination units

EN 60079-1 (2014) [European Standard] Electrical apparatus 
for explosive gas atmospheres - Part 1: 
Flameproof enclosures 'd'

EN 60079-7 (2015) [European Standard] Explosive 
atmospheres. Equipment protection by 
increased safety "e"

IEC 60079-1 (2014) [International Standard] Explosive 
atmospheres - Part 1: Equipment 
protection by flameproof enclosures "d".

IEC 60079-0 (2017) [International Standard] Explosive 
atmospheres - Part 0: Equipment - 
General requirements

TECHDATA

Tipologia prodotto
INTERR. DI MANOVRA
/SEZIONATORE

Serie commerciale Serie ISOLATORS-EX[GD]

Descrizione sintetica
INTERR. DI MANOVRA
/SEZIONATORE

Materiale TECNOPOLIMERO

Grado di protezione IP IP66

Tipo EMERGENZA

Colore GRIGIO

Corrente nominale 63A

Poli 2P

Dimensioni 250x255x120mm

Opzioni Low temperature [-50°C]

Gruppo e categorie EX II 2GD

Temperatura ambiente Ta 
min

-50 °C

Temperatura ambiente Ta 
max

60 °C

Scheda tecnica prodotto
02 mar 2021 09:53

591.PEM6302-A
INTERR. DI MANOVRA
/SEZIONATORE
63A 2P IP66 250x255x120mm II 2GD 
EMERGENZA GRIGIO

Certificati
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IEC 60079-7 (2017) [International Standard] Explosive 
atmospheres - Part 7: Equipment 
protection by increased safety "e".

EN 60079-7 (2018) [European Standard] Explosive 
atmospheres. Equipment protection by 
increased safety "e"

EN 60079-0 (2018) [European Standard] Explosive 
atmospheres. General requirements.

DIRECTIVE ATEX 
2014/34/UE

[European Directives] Atmosphere 
Explosive
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