SIEMENS

Hoja de datos 3RH2921-1DA11

Bloque de contactos auxiliares lateral, 1 NA + 1 NC circuito 1 NC, 1
NA para 3RH2 y 3RT2 conexién por tornillo Dcha.: 31/32, 43/44 Izq.:
51/52, 63/64

Datos técnicos generales

Nombre comercial del producto SIRIUS
Aptitud para uso contacto auxiliar y de potencia
Grado de proteccién IP frontal 1P20

Temperatura ambiente

® durante el almacenamiento -55 ... +80 °C
® durante el funcionamiento -25 ... +60 °C
Vida util mecanica (ciclos de maniobra) tipico 10 000 000
Vida util eléctrica (ciclos de maniobra) con AC-15 200 000
con 230 V tipico

Confiabilidad de contacto de los contactos auxiliares una conexion errénea por 100 millones (17 V, 1 mA)

Tension de aislamiento con grado de contaminacion 690 V
3 con AC valor asignado

Resistencia a tensién de choque valor asignado 6 kV

Circuito de corriente secundario
Numero de contactos NC para contactos auxiliares

® conmutacion instantanea 1
e contacto retardado 0

Numero de contactos NA para contactos auxiliares
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® conmutacion instantanea
® contacto en avance

Intensidad de empleo de los contactos auxiliares con
AC-12

e con24V
® con 230V
® max.
Intensidad de empleo
® de los contactos auxiliares
—con AC-14
—con 125V
—con 250 V
—con AC-15
—con 24V
—con 230 V
—con 400V
® con AC-15 con 690 V valor asignado
Intensidad de empleo
® de los contactos auxiliares con DC-12
—con 24V
—con 110V
—con 220V
® con 2 vias de corriente en serie con DC-12
— con 24 V valor asignado
— con 60 V valor asignado
— con 110 V valor asignado
— con 220 V valor asignado
— con 440 V valor asignado
— con 600 V valor asignado
® con 3 vias de corriente en serie con DC-12
— con 24 V valor asignado
— con 60 V valor asignado
— con 110 V valor asignado
— con 220 V valor asignado
— con 440 V valor asignado
— con 600 V valor asignado
Intensidad de empleo
® de los contactos auxiliares con DC-13
—con24V
—con 60V
—con 110V

10 A
10 A
10 A

6A
6 A

6A
6 A
3A
1A

10 A
3A
1A

10 A
10 A
4 A
2A
1,3A
0,65 A

10 A
10 A
10 A
3,6 A
25A
1,8A

6A
2A
1A
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—con 220V 0,3A

® con 2 vias de corriente en serie con DC-13

— con 24 V valor asignado 10 A
— con 60 V valor asignado 35A
— con 110 V valor asignado 1,3A
— con 220 V valor asignado 09A
— con 440 V valor asignado 0,2A
— con 600 V valor asignado 0,1A
® con 3 vias de corriente en serie con DC-13

— con 24 V valor asignado 10 A
— con 60 V valor asignado 47 A
— con 110 V valor asignado 3A
— con 220 V valor asignado 1,2A
— con 440 V valor asignado 0,5A
— con 600 V valor asignado 0,26 A

Instalacion/ fijacion/ dimensiones

Tipo de fijacion fijacién por abroche
Anchura 10 mm

Altura 57,4 mm
Profundidad 66 mm

Conexiones/ Bornes
Tipo de conexion eléctrica para circuito auxiliar y conexion por tornillo
circuito de mando

Tipo de secciones de conductor conectables

® para contactos auxiliares

— alma flexible
— con preparacion de los extremos de 2x (0,5 ... 1,5 mm?), 2x (0,75 ... 2,5 mm?)
cable
e con cables AWG para contactos auxiliares 2x (20 ... 16), 2x (18 ... 14)
Seguridad
Funcién del producto contacto espejo segin IEC Si
60947-4-1
® Observacion con 3RT2
Funcién del producto apertura positiva segun IEC No
60947-5-1

Certificados/ Homologaciones
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General Product Approval

© @ W W &

Cccc CSA uL
Declaration of Conformity Test Certificates Shipping Approval
Miscellaneous Type Test Certific- Special Test Certi-
< € ates/Test Report ficate
Shipping Approval other
Confirmation
RaQygs &
egister
B I
LRS VDE
Railway
Vibration and Shock  Special Test Certi- Type Test Certific-

ficate ates/Test Report

Information- and Downloadcenter (Catalogos, Folletos,...)
https://www.siemens.com/ic10

Industry Mall (sistema de pedido online)
https://mall.industry.siemens.com/mall/es/es/Catalog/product?mlfb=3RH2921-1DA11

Generador CAx online
http://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=3RH2921-1DA11

Service&Support (Manuales, certificados, caracteristicas, FAQ,...)
https://support.industry.siemens.com/cs/ww/es/ps/3RH2921-1DA11

Base de datos de imagenes (fotos de producto, dibujos acotados 2D, modelos 3D, esquemas de conexiones, macros

EPLAN, ...)
http://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=3RH2921-1DA11&lang=en
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https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=439&ci=458&cao=548
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=439&ci=460&cao=549
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=439&ci=497&cao=586
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=439&ci=508&cao=603
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=439&ci=3020&cao=3021
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=440&ci=4242&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=444&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=444&ci=502&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=445&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=445&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=445&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=445&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=445&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=445&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=446&ci=449&cao=538
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=446&ci=455&cao=543
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=446&ci=480&cao=566
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=446&ci=489&cao=574
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=446&ci=490&cao=576
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=446&ci=491&cao=577
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=447&ci=454&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=447&ci=474&cao=587
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=3151&ci=3152&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=3151&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=3151&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=3151&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=3151&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=3151&ci=496&cao=553
https://support.industry.siemens.com/cs/WW/es/ps/3RH2921-1DA11/Certificate?ct=3151&ci=496&cao=553
https://www.siemens.com/ic10
https://mall.industry.siemens.com/mall/es/es/Catalog/product?mlfb=3RH2921-1DA11
http://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=3RH2921-1DA11
https://support.industry.siemens.com/cs/ww/es/ps/3RH2921-1DA11
http://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=3RH2921-1DA11&lang=en
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