
Foglio dati 3VA9578-0CC20
unità di comando con cavo Bowden comando Max-Flex tirante
Bowden singolo lunghezza 1,2 m (48'') accessori per: 3VA5 400,
3VA6 600 3VA6 400, 3VA5 600

Versione
marca del prodotto SENTRON
denominazione del prodotto Accessori
esecuzione del prodotto Azionatore a fune

Progettazione meccanica
profondità 1 200 mm
peso netto 394 g

Certificati
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General Product Approval EMC Declaration of
Conformity

Miscellaneous

Shipping Ap-
proval

other

Manufacturer De-
claration

Miscellaneous

Ulteriori informazioni
Information- and Downloadcenter (Cataloghi, Opuscoli,…)
http://www.siemens.com/lowvoltage/catalogs

Industry Mall (sistema di ordinazione Online)
https://eb.automation.siemens.com/mall/en/WW/Catalog/Product/3VA9578-0CC20

Service&Support (Manuali, Certificati, Caratteristiche, FAQ, …)
http://support.automation.siemens.com/WW/view/it/3VA9578-0CC20/all

Banca dati immagini (foto prodotto, disegni dimensionali 2D, modelli 3D, schemi delle connessioni, …)
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=3VA9578-0CC20

CAx-Online-Generator
http://www.siemens.com/cax

Tender specifications
http://www.siemens.com/specifications
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https://support.industry.siemens.com/cs/WW/it/ps/3VA9578-0CC20/Certificate?ct=439&ci=460&cao=549
https://support.industry.siemens.com/cs/WW/it/ps/3VA9578-0CC20/Certificate?ct=439&ci=497&cao=586
https://support.industry.siemens.com/cs/WW/it/ps/3VA9578-0CC20/Certificate?ct=439&ci=502&cao=591
https://support.industry.siemens.com/cs/WW/it/ps/3VA9578-0CC20/Certificate?ct=439&ci=3020&cao=4488
https://support.industry.siemens.com/cs/WW/it/ps/3VA9578-0CC20/Certificate?ct=440&ci=4242&cao=610
https://support.industry.siemens.com/cs/WW/it/ps/3VA9578-0CC20/Certificate?ct=444&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/3VA9578-0CC20/Certificate?ct=446&ci=480&cao=566
https://support.industry.siemens.com/cs/WW/it/ps/3VA9578-0CC20/Certificate?ct=447&ci=503&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/3VA9578-0CC20/Certificate?ct=447&ci=503&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/3VA9578-0CC20/Certificate?ct=447&ci=503&cao=553
https://support.industry.siemens.com/cs/WW/it/ps/3VA9578-0CC20/Certificate?ct=447&ci=502&cao=591
http://www.siemens.com/lowvoltage/catalogs
https://eb.automation.siemens.com/mall/en/WW/Catalog/Product/3VA9578-0CC20
http://support.automation.siemens.com/WW/view/it/3VA9578-0CC20/all
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=3VA9578-0CC20
http://www.siemens.com/cax
http://www.siemens.com/specifications


3VA9578-0CC20 Con riserva di modifiche
Pagina 3/4 24/08/2020 © Copyright Siemens

https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_I202_XX_35594


Ultima modifica: 08/08/2020

3VA9578-0CC20 Con riserva di modifiche
Pagina 4/4 24/08/2020 © Copyright Siemens


	Show online product information: 


