
Ficha técnica 5SH5006
NEOZED adapter sleeve D01 6 A

Versão
nome da marca do produto SENTRON
designação do produto NEOZED aplicação de ajuste do casquilho

Dados técnicos gerais
Tamanho do sistema de fusíveis / segundo a DIN EN
60269-1

D01

Tensão de alimentação
corrente de serviço / com AC / valor estipulado 6 A

Aparência
Marcação a cor do elemento fusível Verde

Projeto mecânico
peso líquido 1 g

Certificados
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=P_I201_XX_04113


Declaration of Conformity

Outras informações
Information- and Downloadcenter (Catalogs, Brochures,…)
http://www.siemens.com/lowvoltage/catalogs

Industry Mall (Online ordering system)
https://mall.industry.siemens.com/mall/pt/pt/Catalog/product?mlfb=5SH5006

Service&Support (Manuals, Certificates, Characteristics, FAQs,...)
https://support.industry.siemens.com/cs/ww/pt/ps/5SH5006

Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, ...)
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=5SH5006

CAx-Online-Generator
http://www.siemens.com/cax

Tender specifications
http://www.siemens.com/specifications
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