
Лист тех. данных 3VW9011-0AE13
time-delay device (adjustable) for undervoltage release UVR
220/250V AC/DC standard rail mounting accessory for circuit breaker
3WL10 / 3VA27

версия
фирменное название продукта SENTRON

Механическая конструкция
высота 61 mm
ширина 90 mm
глубина 140 mm
вес-нетто 132 kg

Declaration of Conform-
ity

Shipping Approval other

Manufacturer Declaration

Дополнительная информация
Information- and Downloadcenter (Catalogs, Brochures,…)
http://www.siemens.com/lowvoltage/catalogs

Industry Mall (Online ordering system)
https://mall.industry.siemens.com/mall/ru/ru/Catalog/product?mlfb=3VW9011-0AE13
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_I202_XX_43276
https://support.industry.siemens.com/cs/WW/ru/ps/3VW9011-0AE13/Certificate?ct=444&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/ru/ps/3VW9011-0AE13/Certificate?ct=446&ci=480&cao=566
https://support.industry.siemens.com/cs/WW/ru/ps/3VW9011-0AE13/Certificate?ct=447&ci=503&cao=553
http://www.siemens.com/lowvoltage/catalogs
https://mall.industry.siemens.com/mall/ru/ru/Catalog/product?mlfb=3VW9011-0AE13


Service&Support (Manuals, Certificates, Characteristics, FAQs,...)
https://support.industry.siemens.com/cs/ww/ru/ps/3VW9011-0AE13

Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, ...)
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=3VW9011-0AE13

CAx-Online-Generator
http://www.siemens.com/cax

Tender specifications
http://www.siemens.com/specifications
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https://support.industry.siemens.com/cs/ww/ru/ps/3VW9011-0AE13
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=3VW9011-0AE13
http://www.siemens.com/cax
http://www.siemens.com/specifications
https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_I202_XX_43315
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