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Reference: 
P1-25/EA/SVB-SW/2HI11



Code: 
014822



Catalog Number: 




Manufacturer: 
EATON-MOELLER



Units per package: 
1











Check availability




Description: 
Main switch, 3 pole + 2 N/O + 2 N/C, 25 A, STOP function, flush mounting


General Switch 3 poles + 2 NO + 2 NC 25 A Flush mount


Main switch, P1, 25 A, flush mounting, 3 pole, 2 N/O, 2 N/C, STOP function, With black rotary handle and locking ring



More details





 


Categories:


Low-voltage industrial components > Switch disconnector



Disconnectors and Cam Switches





* Brand new product in its original packaging covered by the warranties and certifications provided by EATON-MOELLER










Thank you for your interest in our products; we hope the delivery time indicated is to your convenience.

	
These delivery times are estimations and may vary when the item order has been processed.


	
You will be notified of any change to delivery times once the order has been processed.


	
To this delivery time you will need to add the time of transport from our logistics centre to your company.





While the order is being processed you can select the type of shipment that best suits your needs: 24-hour air express, standard 48-72 hour land, etc.







	
Guarantee, repair and return.
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Total price:
$128.27


Unit price:
$128.27








 



Special discounts for registered customers.

Login or register and prices will be updated.

 




Calculate price by quantity










	Quantity	Price	1+	$128.27
	2+	$110.39
	3+	$103.92




The minimum purchase order quantity for the product is 1


*This price is per unit and is the net value (not including taxes if applicable).
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If our price is not the best, please ask us for a quote.

Ask for a quotation






How does this work?






	1 Add the products to the shopping cart
	2 Enter your contact details
	3 We will send you a quotation from where you can process your order
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Main switch, P1, 25 A, flush mounting, 3 pole, 2 N/O, 2 N/C, STOP function, With black rotary handle and locking ring
Main switch, Product range: Main switch, maintenance switch, Repair switch, Part group reference: P1, Stop Function: STOP function, With black rotary handle and locking ring, 3 pole, Degree of Protection: Front IP65, Design: flush mounting, Motor rating AC-23A, 50 - 60 Hz 400 V: P = 11 kW, Rated uninterrupted current: Iu = 25 A, Standards: IEC/EN 60947, VDE 0660, IEC/EN 60204, CSA, UL, Switch-disconnector according to IEC/EN 60947-3, NEMA12
Delivery program
Product range
Main switch
maintenance switch
Repair switch

Part group reference
P1

Stop Function
STOP function


With black rotary handle and locking ring

Number of poles
3 pole

Auxiliary contacts



2 N/O


2 N/C

Degree of Protection
Front IP65

Design
flush mounting




Function


Motor rating AC-23A, 50 - 60 Hz [P]


400 V [P]
11 kW

Rated uninterrupted current [Iu]
25 A

Note on rated uninterrupted current !u
Rated uninterrupted current Iuis specified for max. cross-section.



Technical data
General


Standards
IEC/EN 60947, VDE 0660, IEC/EN 60204, CSA, UL
Switch-disconnector according to IEC/EN 60947-3
NEMA12

Climatic proofing
Damp heat, constant, to IEC 60068-2-78
Damp heat, cyclic, to IEC 60068-2-30

Ambient temperatureOpen
-25 - +50 °C

Ambient temperatureEnclosed
-25 - +40 °C

Overvoltage category/pollution degree
III/3

Rated impulse withstand voltage [Uimp]
6000 V AC

Mechanical shock resistance
15 g

Mounting position
As required

Contacts


Mechanical variablesNumber of poles
3 pole

Mechanical variablesAuxiliary contacts
2 N/O

Mechanical variablesAuxiliary contacts
2 N/C

Electrical characteristicsRated operational voltage [Ue]
690 V AC

Electrical characteristicsRated uninterrupted current [Iu]
25 A

Electrical characteristicsNote on rated uninterrupted current !u
Rated uninterrupted current Iuis specified for max. cross-section.

Load rating with intermittent operation, class 12AB 25 % DF
2 x Ie

Load rating with intermittent operation, class 12AB 40 % DF
1.6 x Ie

Load rating with intermittent operation, class 12AB 60 % DF
1.3 x Ie

Short-circuit ratingFuse
25 A gG/gL

Rated short-time withstand current (1 s current) [Icw]
640 Arms

Note on rated short-time withstand current lcw
Current for a time of 1 second

Rated conditional short-circuit current [Iq]
50 kA

Switching capacity


cos ϕ rated making capacity as per IEC 60947-3
240 A

Rated breaking capacity cos ϕ to IEC 60947-3230 V
190 A

Rated breaking capacity cos ϕ to IEC 60947-3400/415 V
150 A

Rated breaking capacity cos ϕ to IEC 60947-3500 V
170 A

Rated breaking capacity cos ϕ to IEC 60947-3690 V
150 A

Safe isolation to EN 61140between the contacts
440 V AC

Safe isolation to EN 61140Current heat loss per contact at Ie
1.1 W

Safe isolation to EN 61140Current heat loss per auxiliary circuit at Ie(AC-15/230 V)
0.2 CO

Lifespan, mechanical [Operations]
> 0.3 x 106

Maximum operating frequency [Operations/h]
1200

ACAC-3Rating, motor load switch [P]220 V 230 V [P]
5.5 kW

ACAC-3Rating, motor load switch [P]400 V 415 V [P]
7.5 kW

ACAC-3Rating, motor load switch [P]500 V [P]
7.5 kW

ACAC-3Rating, motor load switch [P]690 V [P]
7.5 kW

ACAC-3Rated operational current motor load switch230 V [Ie]
19.6 A

ACAC-3Rated operational current motor load switch400V 415 V [Ie]
15.2 A

ACAC-3Rated operational current motor load switch500 V [Ie]
12.1 A

ACAC-3Rated operational current motor load switch690 V [Ie]
8.8 A

ACAC-21ARated operational current switch440 V [Ie]
25 A

ACAC-23AMotor rating AC-23A, 50 - 60 Hz [P]230 V [P]
5.5 kW

ACAC-23AMotor rating AC-23A, 50 - 60 Hz [P]400 V 415 V [P]
11 kW

ACAC-23AMotor rating AC-23A, 50 - 60 Hz [P]500 V [P]
11 kW

ACAC-23AMotor rating AC-23A, 50 - 60 Hz [P]690 V [P]
11 kW

ACAC-23ARated operational current motor load switch230 V [Ie]
25 A

ACAC-23ARated operational current motor load switch400 V 415 V [Ie]
25 A

ACAC-23ARated operational current motor load switch500 V [Ie]
17.4 A

ACAC-23ARated operational current motor load switch690 V [Ie]
12.6 A

DCDC-1, Load-break switches L/R = 1 msRated operational current [Ie]
25 A

DCDC-1, Load-break switches L/R = 1 msVoltage per contact pair in series
60 V

DCDC-23A, motor load switchL/R = 15 ms24 VRated operational current [Ie]
25 A

DCDC-23A, motor load switchL/R = 15 ms24 VContacts
1 Quantity

DCDC-23A, motor load switchL/R = 15 ms48 VRated operational current [Ie]
25 A

DCDC-23A, motor load switchL/R = 15 ms48 VContacts
2 Quantity

DCDC-23A, motor load switchL/R = 15 ms60 VRated operational current [Ie]
25 A

DCDC-23A, motor load switchL/R = 15 ms60 VContacts
2 Quantity

DCDC-23A, motor load switchL/R = 15 ms120 VRated operational current [Ie]
12 A

DCDC-23A, motor load switchL/R = 15 ms120 VContacts
3 Quantity

Control circuit reliability at 24 V DC, 10 mA [Fault probability]
< 10-5,< 1 failure in 100,000 switching operations HF

Terminal capacities


Solid or stranded
1 x (1,5 - 6)
2 x (1,5 - 6) mm2

Flexible with ferrules to DIN 46228
1 x (1 - 4)
2 x (1 - 4) mm2

Terminal screw
M4

Tightening torque for terminal screw
1.6 Nm

Technical safety parameters:


Notes
B10dvalues as per EN ISO 13849-1, table C1

Rating data for approved types


ContactsRated operational voltage [Ue]
600 V AC

ContactsRated uninterrupted current max.Main conducting pathsGeneral use
20 A

ContactsRated uninterrupted current max.Auxiliary contactsGeneral Use [IU]
10 A

ContactsRated uninterrupted current max.Auxiliary contactsPilot Duty
A 600
P 600

Switching capacityMaximum motor ratingSingle-phase120 V AC
1 HP

Switching capacityMaximum motor ratingSingle-phase200 V AC
2 HP

Switching capacityMaximum motor ratingSingle-phase240 V AC
3 HP

Switching capacityMaximum motor ratingThree-phase200 V AC
3 HP

Switching capacityMaximum motor ratingThree-phase240 V AC
5 HP

Switching capacityMaximum motor ratingThree-phase480 V AC
10 HP

Switching capacityMaximum motor ratingThree-phase600 V AC
15 HP

Short Circuit Current RatingBasic Rating
5 kA

Short Circuit Current Ratingmax. Fuse
110 A

Short Circuit Current RatingHigh fault rating
10 kA

Short Circuit Current Ratingmax. Fuse
50, Class J A

Terminal capacitySolid or flexible conductor with ferrule
14 - 8 AWG

Terminal capacityTerminal screw
M4

Terminal capacityTightening torque
14.1 lb-in



Design verification as per IEC/EN 61439
Technical data for design verification


Rated operational current for specified heat dissipation [In]
25 A

Heat dissipation per pole, current-dependent [Pvid]
1.1 W

Equipment heat dissipation, current-dependent [Pvid]
0 W

Static heat dissipation, non-current-dependent [Pvs]
0 W

Heat dissipation capacity [Pdiss]
0 W

Operating ambient temperature min.
-25 °C

Operating ambient temperature max.
+50 °C

IEC/EN 61439 design verification


10.2 Strength of materials and parts10.2.2 Corrosion resistance
Meets the product standard's requirements.

10.2 Strength of materials and parts10.2.3.1 Verification of thermal stability of enclosures
Meets the product standard's requirements.

10.2 Strength of materials and parts10.2.3.2 Verification of resistance of insulating materials to normal heat
Meets the product standard's requirements.

10.2 Strength of materials and parts10.2.3.3 Verification of resistance of insulating materials to abnormal heat and fire due to internal electric effects
Meets the product standard's requirements.

10.2 Strength of materials and parts10.2.4 Resistance to ultra-violet (UV) radiation
UV resistance only in connection with protective shield.

10.2 Strength of materials and parts10.2.5 Lifting
Does not apply, since the entire switchgear needs to be evaluated.

10.2 Strength of materials and parts10.2.6 Mechanical impact
Does not apply, since the entire switchgear needs to be evaluated.

10.2 Strength of materials and parts10.2.7 Inscriptions
Meets the product standard's requirements.

10.3 Degree of protection of ASSEMBLIES
Does not apply, since the entire switchgear needs to be evaluated.

10.4 Clearances and creepage distances
Meets the product standard's requirements.

10.5 Protection against electric shock
Does not apply, since the entire switchgear needs to be evaluated.

10.6 Incorporation of switching devices and components
Does not apply, since the entire switchgear needs to be evaluated.

10.7 Internal electrical circuits and connections
Is the panel builder's responsibility.

10.8 Connections for external conductors
Is the panel builder's responsibility.

10.9 Insulation properties10.9.2 Power-frequency electric strength
Is the panel builder's responsibility.

10.9 Insulation properties10.9.3 Impulse withstand voltage
Is the panel builder's responsibility.

10.9 Insulation properties10.9.4 Testing of enclosures made of insulating material
Is the panel builder's responsibility.

10.10 Temperature rise
The panel builder is responsible for the temperature rise calculation. Eaton will provide heat dissipation data for the devices.

10.11 Short-circuit rating
Is the panel builder's responsibility. The specifications for the switchgear must be observed.

10.12 Electromagnetic compatibility
Is the panel builder's responsibility. The specifications for the switchgear must be observed.

10.13 Mechanical function
The device meets the requirements, provided the information in the instruction leaflet (IL) is observed.



Technical data ETIM 7.0
Low-voltage industrial components (EG000017) / Switch disconnector (EC000216)


Electric engineering, automation, process control engineering / Low-voltage switch technology / Off-load switch, circuit breaker, control switch / Switch disconnector ([email protected] [AKF060013])


Version as main switch
Yes

Version as maintenance-/service switch
Yes

Version as safety switch
No

Version as emergency stop installation
No

Version as reversing switch
No

Number of switches
1

Max. rated operation voltage Ue AC
690 V

Rated operating voltage
690 - 690 V

Rated permanent current Iu
25 A

Rated permanent current at AC-23, 400 V
25 A

Rated permanent current at AC-21, 400 V
25 A

Rated operation power at AC-3, 400 V
7.5 kW

Rated short-time withstand current lcw
0.64 kA

Rated operation power at AC-23, 400 V
13 kW

Switching power at 400 V
13 kW

Conditioned rated short-circuit current Iq
80 kA

Number of poles
3

Number of auxiliary contacts as normally closed contact
2

Number of auxiliary contacts as normally open contact
2

Number of auxiliary contacts as change-over contact
0

Motor drive optional
No

Motor drive integrated
No

Voltage release optional
No

Device construction
Built-in device fixed built-in technique

Suitable for ground mounting
No

Suitable for front mounting 4-hole
Yes

Suitable for front mounting centre
No

Suitable for distribution board installation
No

Suitable for intermediate mounting
No

Colour control element
Black

Type of control element
Door coupling rotary drive

Interlockable
Yes

Type of electrical connection of main circuit
Screw connection

Degree of protection (IP), front side
IP65

Degree of protection (NEMA)
12



Approvals
Product Standards
UL 60947-4-1;CSA - C22.2 No. 60947-4-1-14; CSA-C22.2 No. 94; IEC/EN 60947-3; CE marking

UL File No.
E36332

UL Category Control No.
NLRV

CSA File No.
12528

CSA Class No.
3211-05

North America Certification
UL listed, CSA certified

Suitable for
Branch circuits, suitable as motor disconnect

Degree of Protection
IEC: IP65; UL/CSA Type 1, 12



Dimensions




② ZFS-... Label mount not included as standard
③ Drilling dimensions door





≦ 3 padlocks
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Latest Customer Reviews






All ratings we receive from the items we offer are real and verified. A small gesture, but a lot of value. That's why we thank you for that minute you invest in leaving us your opinion and qualification about the products, because it helps us to continue improving and to offer you a service of even higher quality.
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Bueno bonito y barato




— Jose Maria Rendon
02/12/2024

Customer rating: 
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 694965 2CDS211167R0104 AEG DG61N+ C10 
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I appreciate these items very much 



— Daher Haddad
01/09/2024

Customer rating: 















Product:
 121U8028 DANFOSS REFRIGERATION MLZ021T5LP9 CO 
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exactly what we needed. 



— John Biasucci
11/30/2023

Customer rating: 
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 6DR5013-0FN01-0AA3 SIEMENS SIPART PS2 smart e 
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nur in englischer Sprache bei Grundauslieferung !! 



— Heiko Seliger
11/09/2023

Customer rating: 
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 6SL3255-0AA00-4CA1 SIEMENS SINAMICS G120 Basi... 
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Store Information
	
Electric Automation Network S.L., Av. Comarques de País Valencià 123
46930 Quart de Poblet
Spain 
	
Email:
info@electricautomationnetwork.com

	

Europe +34 960 640071

USA +1 305 4472905
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