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Reference: 
G7SA-5A1B 24DC



Code: 
151526



Catalog Number: 




Manufacturer: 
OMRON



Units per package: 
1










 Available Ship on today 





Description: 
Relay, Safety, 5PST-NA 1PST-NC 6 poles 6A 24vdc


Safety Relay 5PST-NA 1PST-NC 6 poles 6A 24Vcc




More details





 


Categories:


Relays > Switching relay



Safety > G7S





* Brand new product in its original packaging covered by the warranties and certifications provided by OMRON










Thank you for your interest in our products; we hope the delivery time indicated is to your convenience.

	
These delivery times are estimations and may vary when the item order has been processed.


	
You will be notified of any change to delivery times once the order has been processed.


	
To this delivery time you will need to add the time of transport from our logistics centre to your company.





While the order is being processed you can select the type of shipment that best suits your needs: 24-hour air express, standard 48-72 hour land, etc.







	
Guarantee, repair and return.
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* This article may be obsolete. Ask for a quotation and we will check if there are any units available. If not, one of our technicians will look for an alternative solution.

 





The minimum purchase order quantity for the product is 1
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If our price is not the best, please ask us for a quote.

Ask for a quotation






How does this work?






	1 Add the products to the shopping cart
	2 Enter your contact details
	3 We will send you a quotation from where you can process your order
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	Forcibly guided contacts
	Conforms to EN 50205
	6 A at 240 VAC and 6A at 24 VDC for resistive loads
	Reinforced insulation between inputs, outputs and poles
	4- and 6-pole relays available
	Sockets available with Push-In technology

Specifications & ordering info

 Ordering information

Relays with forcibly guided contacts
	Type
	Sealing
	Poles
	Contacts
	Rated voltage
	Order code

	Standard
	Flux-tight
	4 poles
	3PST-NO, SPST-NC
	24 VDC1
	G7SA-3A1B

	DPST-NO, DPST-NC
	G7SA-2A2B

	6 poles
	5PST-NO, SPST-NC
	G7SA-5A1B

	4PST-NO, DPST-NC
	G7SA-4A2B

	3PST-NO, 3PST-NC
	G7SA-3A3B


Sockets
	Mounting
	Terminal type
	LED indicator
	Poles
	Coil rated voltage
	Order code

	Front-
mounting
	Push-In Plus terminals
	Yes
	4 poles
	24 VDC
	P7SA-10F-ND-PU

	6 poles
	P7SA-14F-ND-PU

	Screw terminals
	Yes
	4 poles
	P7SA-10F-ND

	6 poles
	P7SA-14F-ND

	No
	4 poles
	−
	P7SA-10F

	6 poles
	P7SA-14F

	Back-
mounting
	PCB terminals
	No
	4 poles
	−
	P7SA-10P

	6 poles
	P7SA-14P


Specifications

Coil
	Rated voltage
	Rated current
	Coil resistance
	Must-operate voltage
	Must-release voltage
	Max. voltage
	Power consumption

	24 VDC
	4 poles: 15 mA
6 poles: 20.8 mA
	4 poles: 1,600 Ω
6 poles: 1,152 Ω
	75% max. (V)
	10% min. (V)
	110% (V)
	4 poles: Approx. 360 mW
6 poles: Approx. 500 mW


Note: Refer to datasheet for details
Contacts
	Load
	Resistive load (cosφ= 1)

	Rated load
	6 A at 250 VAC, 6 A at 30 VDC

	Rated carry current
	6 A

	Max. switching voltage
	250 VAC, 125 VDC

	Max. switching current
	6 A

	Max. switching capacity (reference value)
	1,500 VA, 180 W


Relays with forcibly guided contacts
	Contact resistance
	100 mΩ max. (The contact resistance was measured with 1 A at 5 VDC using the voltage-drop method.)

	Operating time2
	20 ms max.

	Response time1
	10 ms max.
(The response time is the time it takes for the normally open contacts to open after the coil voltage is turned OFF.)

	Release time1
	20 ms max.

	Insulation resistance
	100 MΩ min. (at 500 VDC) (The insulation resistance was measured with a 500 VDC megger at the same places that the dielectric strength was
measured.)

	Dielectric strength34
	Between coil contacts/different poles: 4,000 VAC, 50/60 Hz for 1 min
(2,500 VAC between poles 3-4 in 4-pole Relays or poles 3-5, 4-6, and 5-6 in 6-pole Relays.)
Between contacts of same polarity: 1,500 VAC, 50/60 Hz for 1 min

	Durability
	Mechanical
	10,000,000 operations min. (at approx. 36,000 operations/hr)

	Electrical
	100,000 operations min. (at the rated load and approx. 1,800 operations/hr)

	Min. permissible load5
	5 VDC, 1 mA (reference value)

	Ambient temperature6
	Operating: −40 to 85°C (with no icing or condensation)

	Ambient humidity
	Operating: 35 to 85%

	Approved standards
	EN61810-1 (IEC61810-1), EN50205, UL508, CSA22.2 No. 14


Note: The values listed above are initial values.

Please check Omron in the Internet for updated information on product reliability data and the SISTEMA libraries: http://industrial.omron.eu/safety

1.12 VDC, 21 VDC, 48 VDC are available on request.

2.These times were measured at the rated voltage and an ambient temperature of 23°C. Contact bounce time is not included.

3.Pole 3 refers to terminals 31-32 or 33-34, pole 4 refers to terminals 43-44, pole 5 refers to terminals 53-54, and pole 6 refers to terminals 63-64.

4.When using a P7SA socket, the dielectric strength between coil contacts/different poles is 2,500 VAC, 50/60 Hz for 1 min.

5.Min. permissible load is for a switching frequency of 300 operations/min.

6.When operating at a temperature between 70°C and 85°C, reduce the rated carry current (6 A at 70°C or less) by 0.1 A for each degree above 70°C.
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	 Title:	Size:	Type:
	G7SA-5A1B 24DC 151526 EN_G7SA-2A2B DC12.pdf	3 Mbytes	


	G7SA-5A1B 24DC 151526 g7s_e_relays_with_forcibly_guided_contacts_datasheet_en.pdf	464 Kbytes	
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	Do you recommend this product to buy?
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Latest Customer Reviews






All ratings we receive from the items we offer are real and verified. A small gesture, but a lot of value. That's why we thank you for that minute you invest in leaving us your opinion and qualification about the products, because it helps us to continue improving and to offer you a service of even higher quality.
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Bueno bonito y barato




— Jose Maria Rendon
02/12/2024

Customer rating: 
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 694965 2CDS211167R0104 AEG DG61N+ C10 
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I appreciate these items very much 



— Daher Haddad
01/09/2024

Customer rating: 
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 121U8028 DANFOSS REFRIGERATION MLZ021T5LP9 CO 
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exactly what we needed. 



— John Biasucci
11/30/2023

Customer rating: 
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nur in englischer Sprache bei Grundauslieferung !! 



— Heiko Seliger
11/09/2023

Customer rating: 
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Store Information
	
Electric Automation Network S.L., Av. Comarques de País Valencià 123
46930 Quart de Poblet
Spain 
	
Email:
info@electricautomationnetwork.com

	

Europe +34 960 640071

USA +1 305 4472905
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