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Reference: 
SAC-4P- 5,0-PUR/M 8FR



Code: 
1681897



Catalog Number: 




Manufacturer: 
PHOENIX_CONTACT



Units per package: 
1











Check availability




Description: 
Sensor/actuator cable





More details





 


Categories:


Sensors > Sensor-actuator patch cord



Industrial Field Connectivity (IFC)





* Brand new product in its original packaging covered by the warranties and certifications provided by PHOENIX_CONTACT










Thank you for your interest in our products; we hope the delivery time indicated is to your convenience.

	
These delivery times are estimations and may vary when the item order has been processed.


	
You will be notified of any change to delivery times once the order has been processed.


	
To this delivery time you will need to add the time of transport from our logistics centre to your company.





While the order is being processed you can select the type of shipment that best suits your needs: 24-hour air express, standard 48-72 hour land, etc.







	
Guarantee, repair and return.
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Total price:
$17.82


Unit price:
$17.82








 



Special discounts for registered customers.

Login or register and prices will be updated.

 




Calculate price by quantity












The minimum purchase order quantity for the product is 1


*This price is per unit and is the net value (not including taxes if applicable).
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If our price is not the best, please ask us for a quote.

Ask for a quotation






How does this work?






	1 Add the products to the shopping cart
	2 Enter your contact details
	3 We will send you a quotation from where you can process your order
	 
























Viewed products


	




SAC-4P- 5,0-PUR/M 8FR...

Sensor/actuator cable















 
 

 
 




More info
▲





Key Commercial Data
	Orderkey	1681897
	Packing unit	1 pc
	Catalog page	Page 200 (C-2-2017)
	GTIN	4017918158552
	Weight per Piece (excluding packing)	111.800 g
	Custom tariff number	85444290
	Country of origin	DE (Germany)



Dimensions
	Length of cable	5 m
	Stripping length of the free conductor end	50 mm


Ambient conditions
	Ambient temperature (operation)	-25 °C ... 90 °C (Plug / socket)
	Degree of protection	IP65
		IP67
		IP68


General
	Rated current at 40°C	4 A
	Rated voltage	48 V AC
		60 V DC
	Number of positions	4
	Insulation resistance	≥ 100 MΩ
	Coding	A - standard
	Standards/regulations	M8 connector IEC 61076-2-104
	Status display	No
	Protective circuit/component	unwired
	Overvoltage category	II
	Degree of pollution	3
	Insertion/withdrawal cycles	≥ 100
	Torque	0.2 Nm (M8 connectors)


Material
	Flammability rating according to UL 94	HB
	Contact material	CuSn
	Contact surface material	Ni/Au
	Contact carrier material	TPU GF
	Material of grip body	TPU, hardly inflammable, self-extinguishing
	Material, knurls	Zinc die-cast, nickel-plated
	Sealing material	NBR


Standards and Regulations
	Standard designation	M8 connector
	Standards/regulations	IEC 61076-2-104
	Flammability rating according to UL 94	HB


Cable
	Cable type	PUR halogen-free black
	Cable type (abbreviation)	PUR
	Cable abbreviation	Li9Y11Y-HF
	Conductor cross section	4x 0.25 mm² (Signal line)
	AWG signal line	24
	Conductor structure signal line	32x 0.10 mm
	Core diameter including insulation	1.17 mm ±0.02 mm (Signal line)
	Thickness, insulation	≥ 0.21 mm (Core insulation)
		approx. 0.5 mm (Outer cable sheath)
	Wire colors	brown, white, blue, black
	Overall twist	4 wires, twisted
	External sheath, color	black-gray RAL 7021
	External cable diameter D	3.95 mm ±0.15 mm
	Smallest bending radius, fixed installation	20 mm
	Smallest bending radius, movable installation	40 mm
	Number of bending cycles	10000000
	Bending radius	44 mm
	Traversing path	10 m
	Traversing rate	3 m/s
	Acceleration	5 m/s²
	Cable weight	23 kg/km
	Outer sheath, material	PUR
	Material conductor insulation	PP
	Conductor material	Bare Cu litz wires
	Insulation resistance	≥ 100 GΩ*km (at 20 °C)
	Conductor resistance	max. 78 Ω/km (at 20 °C)
	Nominal voltage, cable	≤ 300 V
	Test voltage, cable	≥ 3000 V
	Special properties	Flexible cable conduit capable
		Silicone-free
		Free of substances which would hinder coating with paint or varnish
	Flame resistance	in accordance with UL 758/1581 FT2
		DIN EN 60332-2-2 (20 s)
	Halogen-free	in accordance with DIN VDE 0472 part 815
	Resistance to oil	in accordance with DIN EN 60811-2-1
	Other resistance	Highly resistant to acids, alkaline solutions and solvents
		hydrolysis and microbe resistant
		partly UV-resistant in accordance with DIN EN ISO 4892-2-A
	Ambient temperature (operation)	-40 °C ... 80 °C (cable, fixed installation)
		-25 °C ... 80 °C (cable, flexible installation)


Environmental Product Compliance
	China RoHS	Environmentally friendly use period: unlimited = EFUP-e
		No hazardous substances above threshold values


Classifications

eCl@ss 4.027060306eCl@ss 4.127060306eCl@ss 5.027061801eCl@ss 5.127061800eCl@ss 6.027279200eCl@ss 7.027279218eCl@ss 8.027279218eCl@ss 9.027060311

ETIM 2.0EC000830ETIM 3.0EC001855ETIM 4.0EC001855ETIM 5.0EC001855ETIM 6.0EC001855

UNSPSC 6.0131251501UNSPSC 7.090131251501UNSPSC 1131251501UNSPSC 12.0131251501UNSPSC 13.231251501
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	 Title:	Size:	Type:
	PHOENIX CONTACT-1681897-SAC-4P- 5,0-PUR/M 8FR	146 Kbytes	
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No customer reviews for the moment.
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	Rating:	











	Name:	


	Email:	


	Subject:	


	Text:	


	Do you recommend this product to buy?

 Yes


 No


	 	







	 	

Add review














Latest Customer Reviews






All ratings we receive from the items we offer are real and verified. A small gesture, but a lot of value. That's why we thank you for that minute you invest in leaving us your opinion and qualification about the products, because it helps us to continue improving and to offer you a service of even higher quality.
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Bueno bonito y barato




— Jose Maria Rendon
02/12/2024

Customer rating: 















Product:
 694965 2CDS211167R0104 AEG DG61N+ C10 
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I appreciate these items very much 



— Daher Haddad
01/09/2024

Customer rating: 















Product:
 121U8028 DANFOSS REFRIGERATION MLZ021T5LP9 CO 
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exactly what we needed. 



— John Biasucci
11/30/2023

Customer rating: 
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 6DR5013-0FN01-0AA3 SIEMENS SIPART PS2 smart e 
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nur in englischer Sprache bei Grundauslieferung !! 



— Heiko Seliger
11/09/2023

Customer rating: 















Product:
 6SL3255-0AA00-4CA1 SIEMENS SINAMICS G120 Basi... 
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Store Information
	
Electric Automation Network S.L., Av. Comarques de País Valencià 123
46930 Quart de Poblet
Spain 
	
Email:
info@electricautomationnetwork.com

	

Europe +34 960 640071

USA +1 305 4472905
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