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Reference: 
UT 4-MT-P/P



Code: 
3046171



Catalog Number: 




Manufacturer: 
PHOENIX_CONTACT



Units per package: 
50











Check availability




Description: 
Knife disconnect terminal block





More details





 


Categories:






Modular TBs





* Brand new product in its original packaging covered by the warranties and certifications provided by PHOENIX_CONTACT










Thank you for your interest in our products; we hope the delivery time indicated is to your convenience.

	
These delivery times are estimations and may vary when the item order has been processed.


	
You will be notified of any change to delivery times once the order has been processed.


	
To this delivery time you will need to add the time of transport from our logistics centre to your company.





While the order is being processed you can select the type of shipment that best suits your needs: 24-hour air express, standard 48-72 hour land, etc.







	
Guarantee, repair and return.





More info
PDF
Reviews






























Total price:
$199.71


Unit price:
$3.99







 



Special discounts for registered customers.

Login or register and prices will be updated.

 




Calculate price by quantity










	Quantity	Price	50+	$3.99
	100+	$3.56




The minimum purchase order quantity for the product is 1


*This price is per unit and is the net value (not including taxes if applicable).

 




Add to cart








If our price is not the best, please ask us for a quote.

Ask for a quotation






How does this work?






	1 Add the products to the shopping cart
	2 Enter your contact details
	3 We will send you a quotation from where you can process your order
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Key Commercial Data
	Orderkey	3046171
	Packing unit	50 pc
	Catalog page	Page 235 (C-1-2017)
	GTIN	4017918975593
	Weight per Piece (excluding packing)	12.800 g
	Custom tariff number	85369010
	Country of origin	DE (Germany)



General
	Number of levels	1
	Number of connections	2
	Potentials	1
	Nominal cross section	4 mm²
	Color	gray
	Insulating material	PA
	Flammability rating according to UL 94	V0
	Area of application	Railway industry
		Machine building
		Plant engineering
	Rated surge voltage	6 kV
	Degree of pollution	3
	Overvoltage category	III
	Insulating material group	I
	Maximum power dissipation for nominal condition	1.02 W
	Maximum load current	20 A (with 6 mm² conductor cross section)
	Nominal current IN	20 A (with 4 mm² conductor cross section)
	Nominal voltage UN	500 V
	Open side panel	No
	Shock protection test specification	IEC 60529:2001-02
	Back of the hand protection	guaranteed
	Finger protection	guaranteed
	Result of surge voltage test	Test passed
	Surge voltage test setpoint	7.3 kV
	Result of power-frequency withstand voltage test	Test passed
	Power frequency withstand voltage setpoint	1.89 kV
	Result of the test for mechanical stability of terminal points (5 x conductor connection)	Test passed
	Result of bending test	Test passed
	Bending test rotation speed	10 rpm
	Bending test turns	135
	Bending test conductor cross section/weight	0.14 mm² / 0.2 kg
		4 mm² / 0.9 kg
		6 mm2/ 1.4 kg
	Tensile test result	Test passed
	Conductor cross section tensile test	0.14 mm²
	Tractive force setpoint	10 N
	Conductor cross section tensile test	4 mm²
	Tractive force setpoint	60 N
	Conductor cross section tensile test	6 mm²
	Tractive force setpoint	80 N
	Result of tight fit on support	Test passed
	Tight fit on carrier	NS 35
	Setpoint	1 N
	Result of voltage-drop test	Test passed
	Requirements, voltage drop	≤ 6,4 mV
	Result of temperature-rise test	Test passed
	Short circuit stability result	Test passed
	Conductor cross section short circuit testing	2.5 mm²
	Short-time current	0.3 kA
	Result of thermal test	Test passed
	Proof of thermal characteristics (needle flame) effective duration	30 s
	Oscillation, broadband noise test result	Test passed
	Test specification, oscillation, broadband noise	DIN EN 50155 (VDE 0115-200):2008-03
	Test spectrum	Service life test category 1, class B, body mounted
	Test frequency	f1= 5 Hz to f2= 150 Hz
	ASD level	1.857 (m/s2)2/Hz
	Acceleration	0,8 g
	Test duration per axis	5 h
	Test directions	X-, Y- and Z-axis
	Shock test result	Test passed
	Test specification, shock test	DIN EN 50155 (VDE 0115-200):2008-03
	Shock form	Half-sine
	Acceleration	5 g
	Shock duration	30 ms
	Number of shocks per direction	3
	Test directions	X-, Y- and Z-axis (pos. and neg.)
	Relative insulation material temperature index (Elec., UL 746 B)	130 °C
	Temperature index of insulation material (DIN EN 60216-1 (VDE 0304-21))	125 °C
	Static insulating material application in cold	-60 °C
	Behavior in fire for rail vehicles (DIN 5510-2)	Test passed
	Flame test method (DIN EN 60695-11-10)	V0
	Oxygen index (DIN EN ISO 4589-2)	>32 %
	NF F16-101, NF F10-102 Class I	2
	NF F16-101, NF F10-102 Class F	2
	Surface flammability NFPA 130 (ASTM E 162)	passed
	Specific optical density of smoke NFPA 130 (ASTM E 662)	passed
	Smoke gas toxicity NFPA 130 (SMP 800C)	passed
	Calorimetric heat release NFPA 130 (ASTM E 1354)	27,5 MJ/kg
	Fire protection for rail vehicles (DIN EN 45545-2) R22	HL 1 - HL 3
	Fire protection for rail vehicles (DIN EN 45545-2) R23	HL 1 - HL 3
	Fire protection for rail vehicles (DIN EN 45545-2) R24	HL 1 - HL 3
	Fire protection for rail vehicles (DIN EN 45545-2) R26	HL 1 - HL 3


Dimensions
	Width	6.2 mm
	Length	57.8 mm
	Height NS 35/7,5	49.1 mm
	Height NS 35/15	56.6 mm


Connection data
	Connection method	Screw connection
	Screw thread	M3
	Stripping length	9 mm
	Tightening torque, min	0.6 Nm
	Tightening torque max	0.8 Nm
	Connection in acc. with standard	IEC 60947-7-1
	Conductor cross section solid min.	0.14 mm²
	Conductor cross section solid max.	6 mm²
	Conductor cross section AWG min.	26
	Conductor cross section AWG max.	10
	Conductor cross section flexible min.	0.14 mm²
	Conductor cross section flexible max.	6 mm²
	Min. AWG conductor cross section, flexible	26
	Max. AWG conductor cross section, flexible	10
	Conductor cross section flexible, with ferrule without plastic sleeve min.	0.14 mm²
	Conductor cross section flexible, with ferrule without plastic sleeve max.	4 mm²
	Conductor cross section flexible, with ferrule with plastic sleeve min.	0.14 mm²
	Conductor cross section flexible, with ferrule with plastic sleeve max.	4 mm²
	2 conductors with same cross section, solid min.	0.14 mm²
	2 conductors with same cross section, solid max.	1.5 mm²
	2 conductors with same cross section, stranded min.	0.14 mm²
	2 conductors with same cross section, stranded max.	1.5 mm²
	2 conductors with same cross section, stranded, TWIN ferrules with plastic sleeve, min.	0.5 mm²
	2 conductors with same cross section, stranded, TWIN ferrules with plastic sleeve, max.	2.5 mm²
	2 conductors with same cross section, stranded, ferrules without plastic sleeve, min.	0.14 mm²
	2 conductors with same cross section, stranded, ferrules without plastic sleeve, max.	1.5 mm²
	Internal cylindrical gage	A4


Standards and Regulations
	Connection in acc. with standard	CSA
		IEC 60947-7-1
	Flammability rating according to UL 94	V0
	Fire protection for rail vehicles (DIN EN 45545-2) R22	HL 1 - HL 3
	Fire protection for rail vehicles (DIN EN 45545-2) R23	HL 1 - HL 3
	Fire protection for rail vehicles (DIN EN 45545-2) R24	HL 1 - HL 3
	Fire protection for rail vehicles (DIN EN 45545-2) R26	HL 1 - HL 3


Environmental Product Compliance
	China RoHS	Environmentally Friendly Use Period = 50
		For details about hazardous substances go to tab “Downloads”, Category “Manufacturer's declaration”


Classifications

eCl@ss 4.027141117eCl@ss 4.127141117eCl@ss 5.027141126eCl@ss 5.127141100eCl@ss 6.027141100eCl@ss 7.027141126eCl@ss 8.027141126eCl@ss 9.027141126

ETIM 2.0EC000902ETIM 3.0EC000902ETIM 4.0EC000902ETIM 5.0EC000902ETIM 6.0EC000902

UNSPSC 6.0130211811UNSPSC 7.090139121410UNSPSC 1139121410UNSPSC 12.0139121410UNSPSC 13.239121410
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	PHOENIX CONTACT-3046171-UT 4-MT-P/P	116 Kbytes	










Reviews
(2)
▲







	


— A rad
01/09/2018
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— A rad
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	Email:	
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	Text:	


	Do you recommend this product to buy?

 Yes


 No
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Latest Customer Reviews






All ratings we receive from the items we offer are real and verified. A small gesture, but a lot of value. That's why we thank you for that minute you invest in leaving us your opinion and qualification about the products, because it helps us to continue improving and to offer you a service of even higher quality.
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Bueno bonito y barato




— Jose Maria Rendon
02/12/2024

Customer rating: 















Product:
 694965 2CDS211167R0104 AEG DG61N+ C10 
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I appreciate these items very much 



— Daher Haddad
01/09/2024

Customer rating: 















Product:
 121U8028 DANFOSS REFRIGERATION MLZ021T5LP9 CO 
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exactly what we needed. 



— John Biasucci
11/30/2023

Customer rating: 
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 6DR5013-0FN01-0AA3 SIEMENS SIPART PS2 smart e 
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nur in englischer Sprache bei Grundauslieferung !! 



— Heiko Seliger
11/09/2023

Customer rating: 
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 6SL3255-0AA00-4CA1 SIEMENS SINAMICS G120 Basi... 
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Store Information
	
Electric Automation Network S.L., Av. Comarques de País Valencià 123
46930 Quart de Poblet
Spain 
	
Email:
info@electricautomationnetwork.com

	

Europe +34 960 640071

USA +1 305 4472905
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