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Reference: 
ETD-FL-2T-DTI



Code: 
2866187



Catalog Number: 




Manufacturer: 
PHOENIX_CONTACT



Units per package: 
1











Check availability




Description: 
Timer relay
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INTERFACE Components (IF)





* Brand new product in its original packaging covered by the warranties and certifications provided by PHOENIX_CONTACT










Thank you for your interest in our products; we hope the delivery time indicated is to your convenience.

	
These delivery times are estimations and may vary when the item order has been processed.


	
You will be notified of any change to delivery times once the order has been processed.


	
To this delivery time you will need to add the time of transport from our logistics centre to your company.





While the order is being processed you can select the type of shipment that best suits your needs: 24-hour air express, standard 48-72 hour land, etc.







	
Guarantee, repair and return.
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* This article may be obsolete. Ask for a quotation and we will check if there are any units available. If not, one of our technicians will look for an alternative solution.

 





The minimum purchase order quantity for the product is 1
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If our price is not the best, please ask us for a quote.

Ask for a quotation






How does this work?






	1 Add the products to the shopping cart
	2 Enter your contact details
	3 We will send you a quotation from where you can process your order
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Key Commercial Data
	Orderkey	2866187
	Packing unit	1 pc
	Catalog page	Page 278 (C-5-2017)
	GTIN	4046356046619
	Weight per Piece (excluding packing)	165.000 g
	Custom tariff number	85364900
	Country of origin	AT (Austria)



Note
	Utilization restriction	EMC: class A product, see manufacturer's declaration in the download area


Dimensions
	Width	22.5 mm
	Height	90 mm
	Depth	113 mm


Ambient conditions
	Ambient temperature (operation)	-25 °C ... 55 °C
		-25 °C ... 40 °C (corresponds to UL 508)
	Ambient temperature (storage/transport)	-25 °C ... 70 °C
	Permissible humidity (operation)	15 % ... 85 %
	Noise immunity	EN 61000-6-2


Coil side
	Input voltage range	24 V DC ... 240 V DC -20 % ... +25 %
		24 V AC ... 240 V AC -15 % ... +10 %
	Temperature sensitivity	≤ 0.01 %/K
	Function	lp: Switched-mode beginning with the pause
		li: Switched-mode beginning with the pulse
		ER: With switch-on and release delay with control contact
		EWu: With switch-on delay and single shot leading edge, voltage controlled
		EWs: With switch-on delay and single shot leading edge with control contact
		WsWa: With single shot leading edge and single shot trailing edge with control contact
		Wt: Pulse sequence evaluation (retriggerable release delay)
	Time setting range	50 ms ... 10 h (10 time end ranges)
	Recovery time	500 ms


Contact side
	Contact type	2 floating PDT contacts
	Maximum switching voltage	250 V AC (in acc. with IEC 60664-1)
	Interrupting rating (ohmic load) max.	750 VA (3 A/250 V AC, module aligned, ≤ 5 mm spacing)
		1250 VA (5 A/250 V AC, module not aligned, ≥ 5 mm spacing)
	Output fuse	5 A (fast-blow)


General
	Status display	Green LED (POWER)
		Yellow LED (relay active)
	Mechanical service life	approx. 2x 107cycles
	Nominal power consumption	2.5 VA (1 W)
	Test voltage relay winding/relay contact	4 kV
	Mounting position	any
	Assembly instructions	on standard DIN rail NS 35 in accordance with EN 60715
	Color	green
	Housing insulation material	Polyamide PA, self-extinguishing
	Permissible humidity (operation)	15 % ... 85 %
	Nominal frequency	48 Hz ... 400 Hz
	Rated insulation voltage	300 V (acc. to EN 50178)
	Conformance	CE-compliant
	UL, USA/Canada	UL/C-UL listed UL 508


Connection data
	Conductor cross section flexible min.	0.5 mm²
	Conductor cross section flexible max.	2.5 mm²
	Conductor cross section solid min.	0.5 mm²
	Conductor cross section solid max.	2.5 mm²
	Conductor cross section AWG min.	20
	Conductor cross section AWG max.	14
	Stripping length	8 mm
	Connection method	Screw connection


Control contact
	Connection name	Floating, basic isolation between connection and input/output/bridge Y1-Y2
	Load capacity	Cannot carry load
	Cable length	< 10 m
	Control pulse length	min. 50 ms (only with Wt function: > 7 ms)


Standards and Regulations
	Electromagnetic compatibility	Conformance with EMC Directive 2004/108/EC
	Noise emission	EN 61000-6-4
	Noise immunity	EN 61000-6-2
	Low Voltage Directive	Conformance with LV directive 2006/95/EC
	Flammability rating according to UL 94	V0
	Conformance	CE-compliant
	UL, USA/Canada	UL/C-UL listed UL 508


Environmental Product Compliance
	China RoHS	Environmentally friendly use period: unlimited = EFUP-e
		No hazardous substances above threshold values


Classifications

eCl@ss 5.027371701eCl@ss 5.127371700eCl@ss 6.027371700eCl@ss 7.027371790eCl@ss 8.027371605eCl@ss 9.027371605

ETIM 2.0EC001439ETIM 3.0EC001439ETIM 4.0EC001439ETIM 5.0EC001439ETIM 6.0EC001439

UNSPSC 6.0130211920UNSPSC 7.090139121519UNSPSC 1139121519UNSPSC 12.0139121519UNSPSC 13.239122329
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No customer reviews for the moment.
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	Do you recommend this product to buy?

 Yes
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Latest Customer Reviews






All ratings we receive from the items we offer are real and verified. A small gesture, but a lot of value. That's why we thank you for that minute you invest in leaving us your opinion and qualification about the products, because it helps us to continue improving and to offer you a service of even higher quality.
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Bueno bonito y barato




— Jose Maria Rendon
02/12/2024

Customer rating: 
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 694965 2CDS211167R0104 AEG DG61N+ C10 
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I appreciate these items very much 



— Daher Haddad
01/09/2024

Customer rating: 















Product:
 121U8028 DANFOSS REFRIGERATION MLZ021T5LP9 CO 
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exactly what we needed. 



— John Biasucci
11/30/2023

Customer rating: 
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 6DR5013-0FN01-0AA3 SIEMENS SIPART PS2 smart e 
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nur in englischer Sprache bei Grundauslieferung !! 



— Heiko Seliger
11/09/2023

Customer rating: 
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 6SL3255-0AA00-4CA1 SIEMENS SINAMICS G120 Basi... 
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Store Information
	
Electric Automation Network S.L., Av. Comarques de País Valencià 123
46930 Quart de Poblet
Spain 
	
Email:
info@electricautomationnetwork.com

	

Europe +34 960 640071

USA +1 305 4472905
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