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Reference: 
3RT1317-1AP00



Catalog Number: 




Manufacturer: 
SIEMENS



Units per package: 
1











Check availability




Description: 
Contactor, AC-1, 14.5 kW / 400 V AC-1, 22 A, 230 V AC, 50/60 Hz 4-pole, 4 NO Size S00 Screw terminal !!! Phased-out product !!! Successor is SIRIUS 3RT2 Preferred successor type is >>3RT2317-1AP00<<





More details





 


Categories:






CONTROL AND CONTACTORS > Contactors for switching motors





* Brand new product in its original packaging covered by the warranties and certifications provided by SIEMENS










Thank you for your interest in our products; we hope the delivery time indicated is to your convenience.

	
These delivery times are estimations and may vary when the item order has been processed.


	
You will be notified of any change to delivery times once the order has been processed.


	
To this delivery time you will need to add the time of transport from our logistics centre to your company.





While the order is being processed you can select the type of shipment that best suits your needs: 24-hour air express, standard 48-72 hour land, etc.







	
Guarantee, repair and return.
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* This article may be obsolete. Ask for a quotation and we will check if there are any units available. If not, one of our technicians will look for an alternative solution.




Go to successor article: 3RT2317-1AP00 3RT2317-1AP00



 





The minimum purchase order quantity for the product is 1
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If our price is not the best, please ask us for a quote.

Ask for a quotation






How does this work?






	1 Add the products to the shopping cart
	2 Enter your contact details
	3 We will send you a quotation from where you can process your order
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Contactor, AC-1, 14.5 kW / 400 V AC-1, 22...
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	product brand name	SIRIUS
	Product designation	power contactor
	General technical data:
	Size of contactor	S00
	Degree of pollution	3
	Protection class IP	
	● on the front	IP20
	● of the terminal	IP20
	Mechanical service life (switching cycles)	
	● of contactor typical	30 000 000
	● of the contactor with added electronics-compatible auxiliary switch block typical	5 000 000
	● of the contactor with added auxiliary switch block typical	10 000 000
	Ambient conditions:
	Installation altitude at height above sea level maximum	2 000 m
	Ambient temperature	
	● during operation	-25 ... +60 °C
	Main circuit:
	Number of NO contacts for main contacts	4
	Number of NC contacts for main contacts	0
	Operating current	
	● at AC-1 at 400 V	
	— at ambient temperature 40 °C rated value	22 A
	● at AC-1	
	— up to 690 V at ambient temperature 40 °C rated value	22 A
	— up to 690 V at ambient temperature 60 °C rated value	20 A
	● at AC-3	
	— at 400 V rated value	12 A
	Operating current	
	● at 1 current path at DC-1	
	— at 24 V rated value	22 A
	— at 110 V rated value	2.1 A
	● with 2 current paths in series at DC-1	
	— at 24 V rated value	22 A
	— at 110 V rated value	12 A
	● with 3 current paths in series at DC-1	
	— at 24 V rated value	22 A
	— at 110 V rated value	22 A
	Operating current	
	● at 1 current path at DC-3 at DC-5	
	— at 24 V rated value	20 A
	— at 110 V rated value	0.15 A
	● with 2 current paths in series at DC-3 at DC-5	
	— at 110 V rated value	0.35 A
	— at 24 V rated value	20 A
	● with 3 current paths in series at DC-3 at DC-5	
	— at 110 V rated value	20 A
	— at 24 V rated value	20 A
	Operating power	
	● at AC-1	
	— at 400 V rated value	14.5 kW
	● at AC-2 at 400 V rated value	5.5 kW
	● at AC-3	
	— at 400 V rated value	5.5 kW
	Power loss [W] at AC-3 at 400 V for rated value of the operating current per conductor	1.24 W
	Control circuit/ Control:
	Type of voltage of the control supply voltage	AC
	Control supply voltage at AC	
	● at 50 Hz rated value	230 V
	● at 60 Hz rated value	230 V
	Control supply voltage frequency 1 rated value	50 Hz
	Control supply voltage frequency 2 rated value	60 Hz
	Operating range factor control supply voltage rated value of magnet coil at AC	
	● at 50 Hz	0.8 ... 1.1
	● at 60 Hz	0.85 ... 1.1
	Apparent pick-up power of magnet coil at AC	27 V·A
	Inductive power factor with closing power of the coil	0.8
	Apparent holding power of magnet coil at AC	4.4 V·A
	Inductive power factor with the holding power of the coil	0.27
	Auxiliary circuit:
	Number of NC contacts	
	● for auxiliary contacts	
	— instantaneous contact	0
	Number of NO contacts	
	● for auxiliary contacts	
	— instantaneous contact	0
	Operating current at AC-12 maximum	10 A
	Operating current at AC-15	
	● at 230 V rated value	6 A
	● at 400 V rated value	3 A
	Operating current at DC-12	
	● at 60 V rated value	6 A
	● at 110 V rated value	3 A
	● at 220 V rated value	1 A
	Operating current at DC-13	
	● at 24 V rated value	10 A
	● at 60 V rated value	2 A
	● at 110 V rated value	1 A
	● at 220 V rated value	0.3 A
	Contact reliability of auxiliary contacts	1 faulty switching per 100 million (17 V, 1 mA)
	Short-circuit protection
	Design of the fuse link	
	● for short-circuit protection of the main circuit	
	— with type of coordination 1 required	fuse gL/gG: 35 A
	— with type of assignment 2 required	fuse gL/gG: 20 A
	● for short-circuit protection of the auxiliary switch required	fuse gL/gG: 10 A
	Installation/ mounting/ dimensions:
	Mounting type	screw and snap-on mounting onto 35 mm standard mounting rail according to DIN EN 50022
	● Side-by-side mounting	Yes
	Height	57.5 mm
	Width	45 mm
	Depth	72 mm
	Required spacing	
	● for grounded parts	
	— at the side	6 mm
	Connections/Terminals:
	Type of electrical connection	
	● for main current circuit	screw-type terminals
	● for auxiliary and control current circuit	screw-type terminals
	Type of connectable conductor cross-sections	
	● for main contacts	
	— solid	2x (0.5 ... 1.5 mm²), 2x (0.75 ... 2.5 mm²), max. 2x (0.75 ... 4 mm²)
	— single or multi-stranded	2x (0,5 ... 1,5 mm²), 2x (0,75 ... 2,5 mm²), max. 2x (0,75 ... 4 mm²)
	— finely stranded with core end processing	2x (0.5 ... 1.5 mm²), 2x (0.75 ... 2.5 mm²)
	● at AWG conductors for main contacts	2x (20 ... 16), 2x (18 ... 14), 1x 12
	Type of connectable conductor cross-sections	
	● for auxiliary contacts	
	— solid	2x (0.5 ... 1.5 mm²), 2x (0.75 ... 2.5 mm²), max. 2x (0.75 ... 4 mm²)
	— finely stranded with core end processing	2x (0.5 ... 1.5 mm²), 2x (0.75 ... 2.5 mm²)
	● at AWG conductors for auxiliary contacts	2x (20 ... 16), 2x (18 ... 14), 1x 12
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— V jean
09/28/2017
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	Do you recommend this product to buy?

 Yes
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Latest Customer Reviews






All ratings we receive from the items we offer are real and verified. A small gesture, but a lot of value. That's why we thank you for that minute you invest in leaving us your opinion and qualification about the products, because it helps us to continue improving and to offer you a service of even higher quality.
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Bueno bonito y barato




— Jose Maria Rendon
02/12/2024

Customer rating: 
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 694965 2CDS211167R0104 AEG DG61N+ C10 
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I appreciate these items very much 



— Daher Haddad
01/09/2024

Customer rating: 















Product:
 121U8028 DANFOSS REFRIGERATION MLZ021T5LP9 CO 
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exactly what we needed. 



— John Biasucci
11/30/2023

Customer rating: 
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 6DR5013-0FN01-0AA3 SIEMENS SIPART PS2 smart e 
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nur in englischer Sprache bei Grundauslieferung !! 



— Heiko Seliger
11/09/2023

Customer rating: 
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 6SL3255-0AA00-4CA1 SIEMENS SINAMICS G120 Basi... 
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Store Information
	
Electric Automation Network S.L., Av. Comarques de País Valencià 123
46930 Quart de Poblet
Spain 
	
Email:
info@electricautomationnetwork.com

	

Europe +34 960 640071

USA +1 305 4472905
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