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Ver maior
 As imagens são só a título ilustrativo. Por favor, consulte a ficha técnica. 
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Referência: 
G7SA-5A1B 24DC



Código: 
151526



Número de catálogo: 




Fabricante: 
OMRON



Unidades por pacote 
1










 Disponível Envio hoje 





Descrição: 
Relé de Segurança 5PST-NA 1PST-NC 6 pólos 6A 24Vcc


Relé Segurança 5PST-NA 1PST-NF 6 pólos 24Vdc




Mais detalhes





 


Categorias: 


Relés > Relé de comutação



Produtos de Segurança > G7S/ Bases





* Produto novo em sua embalagem original com todas as garantias e certificações de OMRON










Obrigado pelo seu interesse nos nossos artigos, esperamos que o prazo indicado seja conveniente para si.

	
Estes prazos são estimativos e podem variar uma vez tratado o pedido do artigo.


	
Qualquier modificação nos prazos de entrega uma vez tratado o pedido lhe sería informado.


	
A este prazo ha que acrescentar o tempo de transito desde o nosso centro logístico at´ á sua empresa.





Durante a preparação do pedido pode seleccionar o tipo de envío que melhor se adapte ás suas necessidades: Aéreo Express 24Hrs, Terrestre Standard 48/72Hrs, etc.







	
Garantía, reparação e devolução.





Mais informação
PDF
Avaliações






















* Este artigo pode estar obsoleto. Se você estiver interessado, insira seu e-mail e informaremos se há unidades disponíveis. Caso não existam mais, um dos nossos técnicos procurará uma alternativa fornecivel com características semelhantes.

 





A quantidade mínima de encomenda deste produto é 1




 




Adicionar ao carrinho








Se o nosso preço não é o melhor, peça-nos uma cotação

Solicitar uma cotação






Como é que isso funciona?






	1 Adicione os produtos ao carrinho
	2 Introduza os seus dados de contato
	3 Enviaremos uma cotação a partir da qual você pode processar seu pedido 
	 
























PRODUTOS VISUALIZADOS


	




G7SA-5A1B 24DC 151526...

Relé de Segurança 5PST-NA 1PST-NC 6 pólos...















 

 



 

 




Mais informação
▲





	Contactos de guia forçada
	Em conformidade com a EN 50205
	6 A a 240 VAC e 6 A a 24 VDC para cargas resistivas
	Isolamento reforçado entre entradas, saídas e polos
	Disponíveis relés de 4 e 6 polos
	Tomadas disponíveis com tecnologia de encaixe

Especificações e info encomendas

 Ordering information

Relays with forcibly guided contacts
	Type
	Sealing
	Poles
	Contacts
	Rated voltage
	Order code

	Standard
	Flux-tight
	4 poles
	3PST-NO, SPST-NC
	24 VDC1
	G7SA-3A1B

	DPST-NO, DPST-NC
	G7SA-2A2B

	6 poles
	5PST-NO, SPST-NC
	G7SA-5A1B

	4PST-NO, DPST-NC
	G7SA-4A2B

	3PST-NO, 3PST-NC
	G7SA-3A3B


Sockets
	Mounting
	Terminal type
	LED indicator
	Poles
	Coil rated voltage
	Order code

	Front-
mounting
	Push-In Plus terminals
	Yes
	4 poles
	24 VDC
	P7SA-10F-ND-PU

	6 poles
	P7SA-14F-ND-PU

	Screw terminals
	Yes
	4 poles
	P7SA-10F-ND

	6 poles
	P7SA-14F-ND

	No
	4 poles
	−
	P7SA-10F

	6 poles
	P7SA-14F

	Back-
mounting
	PCB terminals
	No
	4 poles
	−
	P7SA-10P

	6 poles
	P7SA-14P


Specifications

Coil
	Rated voltage
	Rated current
	Coil resistance
	Must-operate voltage
	Must-release voltage
	Max. voltage
	Power consumption

	24 VDC
	4 poles: 15 mA
6 poles: 20.8 mA
	4 poles: 1,600 Ω
6 poles: 1,152 Ω
	75% max. (V)
	10% min. (V)
	110% (V)
	4 poles: Approx. 360 mW
6 poles: Approx. 500 mW


Note: Refer to datasheet for details
Contacts
	Load
	Resistive load (cosφ= 1)

	Rated load
	6 A at 250 VAC, 6 A at 30 VDC

	Rated carry current
	6 A

	Max. switching voltage
	250 VAC, 125 VDC

	Max. switching current
	6 A

	Max. switching capacity (reference value)
	1,500 VA, 180 W


Relays with forcibly guided contacts
	Contact resistance
	100 mΩ max. (The contact resistance was measured with 1 A at 5 VDC using the voltage-drop method.)

	Operating time2
	20 ms max.

	Response time1
	10 ms max.
(The response time is the time it takes for the normally open contacts to open after the coil voltage is turned OFF.)

	Release time1
	20 ms max.

	Insulation resistance
	100 MΩ min. (at 500 VDC) (The insulation resistance was measured with a 500 VDC megger at the same places that the dielectric strength was
measured.)

	Dielectric strength34
	Between coil contacts/different poles: 4,000 VAC, 50/60 Hz for 1 min
(2,500 VAC between poles 3-4 in 4-pole Relays or poles 3-5, 4-6, and 5-6 in 6-pole Relays.)
Between contacts of same polarity: 1,500 VAC, 50/60 Hz for 1 min

	Durability
	Mechanical
	10,000,000 operations min. (at approx. 36,000 operations/hr)

	Electrical
	100,000 operations min. (at the rated load and approx. 1,800 operations/hr)

	Min. permissible load5
	5 VDC, 1 mA (reference value)

	Ambient temperature6
	Operating: −40 to 85°C (with no icing or condensation)

	Ambient humidity
	Operating: 35 to 85%

	Approved standards
	EN61810-1 (IEC61810-1), EN50205, UL508, CSA22.2 No. 14


Note: The values listed above are initial values.

Please check Omron in the Internet for updated information on product reliability data and the SISTEMA libraries: http://industrial.omron.eu/safety

1.12 VDC, 21 VDC, 48 VDC are available on request.

2.These times were measured at the rated voltage and an ambient temperature of 23°C. Contact bounce time is not included.

3.Pole 3 refers to terminals 31-32 or 33-34, pole 4 refers to terminals 43-44, pole 5 refers to terminals 53-54, and pole 6 refers to terminals 63-64.

4.When using a P7SA socket, the dielectric strength between coil contacts/different poles is 2,500 VAC, 50/60 Hz for 1 min.

5.Min. permissible load is for a switching frequency of 300 operations/min.

6.When operating at a temperature between 70°C and 85°C, reduce the rated carry current (6 A at 70°C or less) by 0.1 A for each degree above 70°C.
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	Título: 	Tamanho: 	Tipo:
	G7SA-5A1B 24DC 151526 	240 Kbytes	
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Avaliações:
(0)
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Não há comentários do produto ainda.









Adicionar avaliação






Adicionar avaliação



ocultar formulário





	Avaliação:	











	Nome:	


	Email:	


	Título:	


	Opinión:	


	Você recomendaria esse produto para comprar?

 Sim


 Não


	 	







	 	

Adicionar avaliação














Últimas opiniões dos nossos clientes






Todas as classificações que recebemos a partir dos itens que oferecemos são reais e verificadas. Um pequeno gesto, mas muito valioso. Então, obrigado por esse minuto você gasta em deixar-nos a sua opinião e classificação de produtos, porque nos ajuda a continuar a melhorar e oferecer maior qualidade de serviço.
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Bueno bonito y barato




— Jose Maria Rendon
2024-02-12

Avaliação do cliente: 















Produto:
 694965 2CDS211167R0104 AEG DG61N+ C10 
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I appreciate these items very much 



— Daher Haddad
2024-01-09

Avaliação do cliente: 















Produto:
 121U8028 DANFOSS REFRIGERATION MLZ021T5LP9 co 
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exactly what we needed. 



— John Biasucci
2023-11-30

Avaliação do cliente: 















Produto:
 6DR5013-0FN01-0AA3 SIEMENS SIPART PS2 smart e 
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nur in englischer Sprache bei Grundauslieferung !! 



— Heiko Seliger
2023-11-09

Avaliação do cliente: 















Produto:
 6SL3255-0AA00-4CA1 SIEMENS SINAMICS G120 Basi... 
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Informação da Loja
	
Electric Automation Network S.L., Av. Comarques de País Valencià 123
46930 Quart de Poblet
Spain 
	
Email:
info@electricautomationnetwork.com

	

Europe +34 960 640071

USA +1 305 4472905
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